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Environmental Protection Agency § 63.11466 

Subpart TTTTTT—National Emission 
Standards for Hazardous Air 
Pollutants for Secondary Non-
ferrous Metals Processing 
Area Sources 

SOURCE: 72 FR 73207, Dec. 26, 2007, unless 
otherwise noted. 

APPLICABILITY AND COMPLIANCE DATES 

§ 63.11462 Am I subject to this sub-
part? 

(a) You are subject to this subpart if 
you own or operate a secondary non-
ferrous metals processing facility (as 
defined in § 63.11472) that is an area 
source of hazardous air pollutant 
(HAP) emissions. 

(b) If you are an owner or operator of 
an area source subject to this subpart, 
you are exempt from the obligation to 
obtain a permit under 40 CFR part 70 or 
71, provided you are not required to ob-
tain a permit under 40 CFR 70.3(a) or 
71.3(a) for a reason other than your sta-
tus as an area source under this sub-
part. Notwithstanding the previous 
sentence, you must continue to comply 
with the provisions of this subpart ap-
plicable to area sources. 

§ 63.11463 What parts of my plant does 
this subpart cover? 

(a) This subpart applies to any exist-
ing or new affected source located at a 
secondary nonferrous metals proc-
essing facility. 

(b) The affected source includes all 
crushing and screening operations at a 
secondary zinc processing facility and 
all furnace melting operations located 
at any secondary nonferrous metals 
processing facilities. 

(c) An affected source is existing if 
you commenced construction or recon-
struction of the affected source on or 
before September 20, 2007. 

(d) An affected source is new if you 
commenced construction or recon-
struction of the affected source after 
September 20, 2007. 

§ 63.11464 What are my compliance 
dates? 

(a) If you have an existing affected 
source, you must comply with the 
standards no later than December 26, 
2007. 

(b) If you have a new affected source, 
you must comply with this subpart ac-
cording to paragraphs (b)(1) and (b)(2) 
of this section. 

(1) If you start up your affected 
source on or before December 26, 2007, 
you must comply with this subpart no 
later than December 26, 2007. 

(2) If you start up your affected 
source after December 26, 2007, you 
must comply with this subpart upon 
initial startup of your affected source. 

STANDARDS, COMPLIANCE, AND 
MONITORING REQUIREMENTS 

§ 63.11465 What are the standards for 
new and existing sources? 

(a) You must route the emissions 
from each existing affected source 
through a fabric filter or baghouse that 
achieves a particulate matter (PM) 
control efficiency of at least 99.0 per-
cent or an outlet PM concentration 
limit of 0.034 grams per dry standard 
cubic meter (g/dscm)(0.015 grains per 
dry standard cubic feet (gr/dscf)). 

(b) You must route the emissions 
from each new affected source through 
a fabric filter or baghouse that 
achieves a PM control efficiency of at 
least 99.5 percent or an outlet PM con-
centration limit of 0.023 g/dscm (0.010 
gr/dscf). 

§ 63.11466 What are the performance 
test requirements for new and ex-
isting sources? 

(a) Except as specified in paragraph 
(b) of this section, if you own or oper-
ate an existing or new affected source, 
you must conduct a performance test 
for each affected source within 180 days 
of your compliance date and report the 
results in your notification of compli-
ance status. 

(b) If you own or operate an existing 
affected source, you are not required to 
conduct a performance test if a prior 
performance test was conducted within 
the past 5 years of the compliance date 
using the same methods specified in 
paragraph (c) of this section and you 
meet either of the following two condi-
tions: 

(1) No process changes have been 
made since the test; or 
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(2) You demonstrate that the results 
of the performance test, with or with-
out adjustments, reliably demonstrate 
compliance despite process changes. 

(c) You must conduct each perform-
ance test according to the require-
ments in § 63.7 and paragraphs (c)(1) 
and (2) of this section. 

(1) Determine the concentration of 
PM according to the following test 
methods in 40 CFR part 60, appendices: 

(i) Method 1 or 1A (Appendix A–1) to 
select sampling port locations and the 
number of traverse points in each 
stack or duct. Sampling sites must be 
located at the outlet of the control de-
vice and prior to any releases to the at-
mosphere. 

(ii) Method 2, 2A, 2C, 2F, or 2G (Ap-
pendices A–1 and A–2) to determine the 
volumetric flow rate of the stack gas. 

(iii) Method 3, 3A, or 3B (Appendix A– 
2) to determine the dry molecular 
weight of the stack gas. You may use 
ANSI/ASME PTC 19.10–1981, ‘‘Flue and 
Exhaust Gas Analyses’’ (incorporated 
by reference-see § 63.14) as an alter-
native to EPA Method 3B. 

(iv) Method 4 (Appendix A–3) to de-
termine the moisture content of the 
stack gas. 

(v) Method 5 or 17 (Appendix A–3) to 
determine the concentration of partic-
ulate matter (front half filterable 
catch only). Three valid test runs are 
needed to comprise a performance test. 

(2) During the test, you must operate 
each emissions source within ±10 per-
cent of its normal process rate. You 
must monitor and record the process 
rate during the test. 

§ 63.11467 What are the initial compli-
ance demonstration requirements 
for new and existing sources? 

(a) You must demonstrate initial 
compliance with the applicable stand-
ards in § 63.11465 by submitting a Noti-
fication of Compliance Status in ac-
cordance with § 63.11469(b). 

(b) You must conduct the inspection 
specified in paragraph (c) of this sec-
tion and include the results of the in-
spection in the Notification of Compli-
ance Status. 

(c) For each existing and new af-
fected source, you must conduct an ini-
tial inspection of each baghouse. You 
must visually inspect the system duct-

work and baghouse unit for leaks. Ex-
cept as specified in paragraph (e) of 
this section, you must also inspect the 
inside of each baghouse for structural 
integrity and fabric filter condition. 
You must record the results of the in-
spection and any maintenance action 
as required in § 63.11470. 

(d) For each installed baghouse that 
is in operation during the 60 days after 
the applicable compliance date, you 
must conduct the inspection specified 
in paragraph (c) of this section no later 
than 60 days after your applicable com-
pliance date. For an installed baghouse 
that is not in operation during the 60 
days after the applicable compliance 
date, you must conduct an initial in-
spection prior to startup of the 
baghouse. 

(e) An initial inspection of the inter-
nal components of a baghouse is not re-
quired if an inspection has been per-
formed within the past 12 months. 

(f) If you own or operate an existing 
affected source and are not required to 
conduct a performance test under 
§ 63.11466, you must submit the Notifi-
cation of Compliance Status within 120 
days after the applicable compliance 
date specified in § 63.11464. 

(g) If you own or operate an existing 
affected source and are required to con-
duct a performance test under 
§ 63.11466, you must submit the Notifi-
cation of Compliance Status within 60 
days after completing the performance 
test. 

§ 63.11468 What are the monitoring re-
quirements for new and existing 
sources? 

(a) For an existing affected source, 
you must demonstrate compliance by 
conducting the monitoring activities 
in paragraph (a)(1) or (a)(2) of this sec-
tion: 

(1) You must perform periodic inspec-
tions and maintenance of each 
baghouse according to the require-
ments in paragraphs (a)(1)(i) and (ii) of 
this section. 

(i) You must conduct weekly visual 
inspections of the system ductwork for 
leaks. 

(ii) You must conduct inspections of 
the interior of the baghouse for struc-
tural integrity and to determine the 
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